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Laundry Machine Model Numbers

This document applies to the WaveReader installation process 

following Whirlpool/Maytag model numbers that are operating in 

PULSE MODE:

If you cannot locate the model number of the machine you require in the 

lists above, please contact MicroPayments Customer Service at:  

Tel:  800-332-4835   Press 2   

HE Washers

MAH22PDAGW

MAH22PDBXW

MHN30PDAXW

MHN30PDAWW

MHP30PDAWW

HE Dryers

MDE22PDAGW

MDE22PDBZW

MDE25PDAYW

MDE25PDAZW

MDG22PDAGW

MDG22PDBWW

MDG22PDBXW
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This following  tables list the required tools & components for the installation 

process. If you cannot locate and/or identify any of the components listed above, 

please contact MicroPayments Customer Service at  800-332-4835 , then press 2.

Installation Kit Contents & 

Required Tools

Item Qty Part Number Description

1 1 WLAU-NNNNNN WaveReader

WaveReader

1

Required Tools

Á#10 Pin-in-Star Torx Driver

Á#20 Pin-in-Star Torx Driver

Áıò Socket Driver

Á7/16ò Socket & Ratchet

ÁPhillips Head Screwdriver (medium)

ÁFlat Head Screwdriver (medium)
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KIT-HRN-050-6-011 Harness Kit for Maytag Coin & Card

Item Qty Part Number Description

1 1 ASM-050-6-005 Stuffed Maytag Coin Drop board

2 1 AYS-050-6-021 Cable, Maytag PC/CD for WR

Interface Harness

1

2
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KIT-050-6-032M
Maytag Side-Car Enclosure Kit (meter 

case mounting)

Item Qty Part Number Description

1 1 MFP-050-6-032-011 Side Car Cover 

1 1 MFP-050-6-032-0112 Side Car Base

2 1 MFP-050-6-043 Side Car Access Door - Maytag (Newer)

5 2 SRW-1/4-20X.50HM Bolt 1/4-20x1/2 Hex Zinc Plated 

7 4 SRW-632X.188PPL Screw 6-32 x 3/16" Pan Head Phil locking

4 6 SRW-632X.375BTSS Screw 6-32 x 3/8"Button Torx Socket 

6 2 WAS-1/4-20L Washer 1/4-20 locking MMC#91102A750 

Side Car Housing



2
Using a Torx driver, remove the front 

panel of the machine (as shown) and 

unscrew the top machine cover so it 

can hinge upward.

6

!! WARNING !! 
MAKE SURE THAT ALL POWER HAS BEEN REMOVED FROM 
THE MACHINE BEFORE ATTEMPTING TO INSTALL ANY 
HARDWARE OR CABLING! 

Installation

1 Remove the current coin vault 

service door, and remove the 

locking mechanism from the service 

door. You will need the lock, later.

Preparation

Disconnect the laundry machine from all power sources 

before  performing any of the following steps.
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Installation

4

5
Feed the harness through the 
interior of the machine and push 
the JI connector (the end of the 
interface cable that connects to the 
WaveReader through the bottom of 
the top cover, into the meter case.  

[ƻǿŜǊ ǘƘŜ ƳŀŎƘƛƴŜΩǎ ǘƻǇ

3
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Using care, lift the top of the 
machine up from the front 
edge, and locate the main 
access hole for the meter 
case.

Route the WaveReader 
interface harness into 
the interior of the 
machine via the main 
cable access hole.  The 
large single end (J1) of 
the harness is the end 
to insert.
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Installation

6

7 Pull the harness through the 
ƳŜǘŜǊ ŎŀǎŜΩǎ ǎŜǊǾƛŎŜ ŘƻƻǊ 
opening, and then through 
the cable access hole in the 
new Service Door as shown. 

8
On the main panel, 
connect J3of the 
WaveReader harness to 
the AA3connector on the  
Maytag control board, as 
shown .
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Install the locking mechanism that 
was removed from the original Service 
Door onto the new Service Door 
supplied in the Side Car Kit.  
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Installation

9

10 On the Maytag control 
board, locate the 
COIN 1connector and 
remove the cable that 
is plugged into it. 

11
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Locate the Coin 
Adapter Board.  
Connect J4of the 
WaveReader harness 
to the mating 
connector on the 
Coin Adapter Board.  

Insert the COIN 1
connector into the 
mating connector on 
the Coin Adapter 
Board, as shown. 


